WO 2004/034651 



1/6 



10/529195 

PCT/IB2002/004002 



10 



12 14 14.2 16.2 J 



M — 16.1 




Fig. 1 



WO 2004/034651 



10/529195 



PCT/IB2002/004002 



2/6 



10 10.1 36 



38 24 42 





I 

I 
I 
I 
I 



26 
J.. 



I 

I 
I 
I 



Fig. 2 





•30 



10/529195 

WO 2004/03465 1 PCT7IB2002/004002 



3/6 



110 110.1 114 124 



L 




Fig. 2a 



WO 2004/034651 



10/529195 

PCT/IB2002/004002 




10/529195 



WO 2004/034651 




NO 



Decompress header 



S18 




NO 



Attach decompressed 
header 



Route to egress interface 



Classify, nap to DiffServ 
queue 



Remove decompressed 
header 



Forward data packet to 
next router 



S16 



YES 



•S24 



■S26 



-S28 



•S30 



S32 



Fig, 5 



PCT/TO2002/004002 



S14 



Compress header 



S20 



Remove compressed 
header 



( END ) 
S22 



10./ 5 29 195 



WO 2004/034651 



Fig. 6 



6/6 



PCT/IB2002/004002 




Route packet to assigned output port 



Extract HCCID and destination address 



Assign outgoing HCCID 



Maintain switching table 



Forward packet to output interface 



Read HCCID from packet header 



Route packet to assigned output 
according to switching table 



Replace HCCID in packet header 
by assigned outgoing HCCID 



Forward packet to assigned output port 
1 



S110 

S112 

-S114 

-S116 

■S118 

-S120 
-S122 

•S124 
-S126 
■S128 
S130 



